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Environmental Protection Agency § 1060.810 

Test unit means a piece of fuel line, a 
fuel tank, or a fuel system in a test 
sample. 

Ultimate purchaser means, with re-
spect to any new nonroad equipment, 
the first person who in good faith pur-
chases such new nonroad equipment for 
purposes other than resale. 

Ultraviolet light means electro-
magnetic radiation with a wavelength 
between 300 and 400 nanometers. 

United States has the meaning given 
in 40 CFR 1068.30. 

U.S.-directed production volume means 
the amount of equipment, subject to 
the requirements of this part, produced 
by a manufacturer for which the manu-
facturer has a reasonable assurance 
that sale was or will be made to ulti-
mate purchasers in the United States. 

Useful life means the period during 
which new nonroad equipment is re-
quired to comply with all applicable 
emission standards. See § 1060.101. 

Void has the meaning given in 40 CFR 
1068.30. In general this means to invali-
date a certificate or an exemption both 
retroactively and prospectively. 

Volatile liquid fuel means any fuel 
other than diesel or biodiesel that is a 
liquid at atmospheric pressure and has 
a Reid Vapor Pressure higher than 2.0 
pounds per square inch. 

We (us, our) means the Administrator 
of the Environmental Protection Agen-
cy and any authorized representatives. 

Wintertime equipment means equip-
ment using a wintertime engine, as de-
fined in 40 CFR 1054.801. Note this defi-
nition applies only for Small SI equip-
ment. 

[73 FR 59298, Oct. 8, 2008, as amended at 75 FR 
23027, Apr. 30, 2010] 

§ 1060.805 What symbols, acronyms, 
and abbreviations does this part 
use? 

The following symbols, acronyms, 
and abbreviations apply to this part: 
° degree. 
ASTM American Society for Testing 

and Materials. 
C Celsius. 
CFR Code of Federal Regulations. 
EPA Environmental Protection Agen-

cy. 

FEL family emission limit. 
g gram. 
gal gallon. 
hr hour. 
in inch. 
kPa kilopascal. 
kW kilowatt. 
L liter. 
m meter. 
min minute. 
mm millimeter. 
psig pounds per square inch of gauge 

pressure. 
SAE Society of Automotive Engi-

neers. 
SHED Sealed Housing for Evaporative 

Determination. 
U.S. United States. 
U.S.C. United States Code. 
W watt. 

§ 1060.810 What materials does this 
part reference? 

Documents listed in this section have 
been incorporated by reference into 
this part. The Director of the Federal 
Register approved the incorporation by 
reference as prescribed in 5 U.S.C. 
552(a) and 1 CFR part 51. Anyone may 
inspect copies at the U.S. EPA, Air and 
Radiation Docket and Information 
Center, 1301 Constitution Ave., NW., 
Room B102, EPA West Building, Wash-
ington, DC 20460 or at the National Ar-
chives and Records Administration 
(NARA). For information on the avail-
ability of this material at NARA, call 
202–741–6030, or go to: http:// 
www.archives.gov/federallregister/ 
codeloflfederallregulations/ 
ibrllocations.html. 

(a) ASTM material. Table 1 to this sec-
tion lists material from the American 
Society for Testing and Materials that 
we have incorporated by reference. The 
first column lists the number and name 
of the material. The second column 
lists the sections of this part where we 
reference it. Anyone may purchase cop-
ies of these materials from the Amer-
ican Society for Testing and Materials, 
100 Barr Harbor Dr., P.O. Box C700, 
West Conshohocken, PA 19428 or http:// 
www.astm.com. Table 1 follows: 
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